THERMAL MODELING OF HV SURGE ARRESTER

MUHAMAD AKMAL BIN CHE ANI

A project report submitted in partial fulfillment of the requirements for award of degree of Master of Engineering (Electrical - Power)

Faculty of Electrical Engineering
Universiti Teknologi Malaysia

JULY 2014
Dedication to my beloved father, Che Ani bin Mad, my wife, Zawani binti Mohd Yusof and my sons whom support me, physically, mentally and emotionally, throughout my Master’s study.

For my siblings and friends, appreciate your encouragement and help. To all my lecturers, you are my inspiration for today and future time, Insha’Allah.

Thank you everyone and only Allah can bestow just reward to all of you.
ACKNOWLEDGEMENT

First of all, I would like to thank Allah S.W.T. for giving me faith and strength to complete this project. My highest appreciation goes to my project supervisor, Assoc. Prof. Dr. Zulkurnain bin Abdul Malek, who had continuously giving me guidance, ideas, support for this project. His support and understanding had facilitate me to complete the project.

Last but not least, I would like to express my gratitude to all my families, friends and people that involve directly or indirectly in the process to complete this project.
The gapless metal oxide surge arresters have been available in the market for many years since they were first introduced in the 1970’s. Its primary function is to protect the equipment in the system against various electrical overstresses. They are widely used for lightning protection of power system equipment. A reliable condition monitoring of zinc oxide surge arrester is vital to its performance to ensure the continuity and reliability of power supply. It is known that voltage-current characteristics of zinc oxide varistors become degraded due to a series of stresses. Leakage current of the surge arrester can be increased by some environmental factors. This fact has a significant effect on the arrester performance resulting in the eventual failure of the surge arrester. The aim of this study is to investigate the effects of the ageing mechanism of the gapless surge arrester using COMSOL software. A 10kA, 132kV rated gapless zinc oxide surge arrester was modeled in the software using actual dimensions. The different temperature is modeled and simulated in the software. The results show that the ageing of the gapless zinc oxide surge arrester is dependent on its internal temperature, surface temperature. This is to say that there is a relationship between the arrester’s surface temperatures. The surface temperature increases as the ageing increases. Ageing can be simulated by either the increase in leakage current artificially or changing the material properties.
ABSTRAK

TABLE OF CONTENTS

CHAPTER | TITLE | PAGE
--- | --- | ---
ACKNOWLEDGEMENT | iv
ABSTRACT | v
ABSTRAK | vi
TABLE OF CONTENT | vii
LIST OF FIGURES | ix
LIST OF ABBREVIATIONS | x

1 | INTRODUCTION | 
1.1 | Project Background | 1
1.2 | Problem Statement | 2
1.3 | Objective of Project | 3
1.4 | Scope of Project | 4
1.5 | Significance of Project | 4
1.6 | Report Outline | 4

2 | LITERATURE STUDY | 
2.1 | ZnO Thermal Properties | 6
2.1.1 | Introduction | 
2.1.2 | Zinc Oxide Surge Arrester | 
2.1.3 | Microstructure of ZnO Varistor | 
2.1.4 | Electrical Characteristics of ZnO Varistor | 
2.1.5 | Principle of Operation of ZnO Varistor | 
2.2 | Degradation and Failure Mode of ZnO Varistor | 11
2.3 | Overvoltages | 11
2.4 | Energy Limit | 12
2.4.1 | Thermal Energy Absorption Capability | 12
2.4.2  Thermal Energy Absorption Limit

2.5  Fundamental of Heat Transfer

  2.5.1  Conduction
  2.5.2  Convection
  2.5.3  Radiation

3  METHODOLOGY

  3.1  Introduction
  3.2  Project Flow
  3.3  COMSOL Simulation Background
      3.2.1  Selecting the appropriate application mode in the Model Navigator
      3.2.2  Drawing the Model Geometry
      3.2.3  Setting up the boundary conditions in the Physics Mode.
      3.2.4  Meshing in the Mesh Mode.
      3.2.5  Solving in the Solve Mode.
  3.4  Modeling of ZnO Surge Arrester in COMSOL
      3.4.1  Common Model of ZnO Surge Arrester

4  RESULTS AND ANALYSIS

  4.1  COMSOL Multiphysics Simulation Results

5  CONCLUSION AND FUTURE WORK

  5.1  Summary of Work
  5.2  Conclusion
  5.3  Suggestion for Future Works

REFERENCES
# LIST OF FIGURES

<table>
<thead>
<tr>
<th>FIGURE NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Figure 2.1</td>
<td>Schematic representation of magnitude of overvoltage</td>
<td>7</td>
</tr>
<tr>
<td>Figure 2.2</td>
<td>Gapless surge arrester</td>
<td>8</td>
</tr>
<tr>
<td>Figure 2.3</td>
<td>ZnO material microstructure</td>
<td>9</td>
</tr>
<tr>
<td>Figure 2.4</td>
<td>IV Characteristic of surge arrester</td>
<td>10</td>
</tr>
<tr>
<td>Figure 2.5</td>
<td>Thermal Stability</td>
<td>13</td>
</tr>
<tr>
<td>Figure 2.6</td>
<td>Arrester Thermal Stability Curve</td>
<td>15</td>
</tr>
<tr>
<td>Figure 3.1</td>
<td>The geometry of ZnO surge arrester</td>
<td>24</td>
</tr>
<tr>
<td>Figure 4.1</td>
<td>Thermal view of the surge arrester when ageing (Shown by applied</td>
<td>26</td>
</tr>
<tr>
<td></td>
<td>voltage, 90kV) increased and ambient temperature, 20 (degC)</td>
<td></td>
</tr>
<tr>
<td>Figure 4.2</td>
<td>Thermal view of the surge arrester when ageing (Shown by applied</td>
<td>27</td>
</tr>
<tr>
<td></td>
<td>voltage, 132kV) increased and ambient temperature, 20 oC</td>
<td></td>
</tr>
<tr>
<td>Figure 4.3</td>
<td>Temperature at a random point inside ZnO as an ageing increased</td>
<td>28</td>
</tr>
<tr>
<td>Figure 4.4</td>
<td>Relationship between ambient temperature and surface temperature at</td>
<td>29</td>
</tr>
<tr>
<td></td>
<td>different applied voltages</td>
<td></td>
</tr>
<tr>
<td>Figure 4.5</td>
<td>Relationship between ambient temperature and surface temperature</td>
<td>29</td>
</tr>
<tr>
<td></td>
<td>when the applied voltage is 130 kV</td>
<td></td>
</tr>
</tbody>
</table>
## LIST OF SYMBOLS AND ABBREVIATIONS

<table>
<thead>
<tr>
<th>Symbol</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>HV</td>
<td>High Voltage</td>
</tr>
<tr>
<td>ZnO</td>
<td>Zinc Oxide</td>
</tr>
<tr>
<td>°C</td>
<td>Degree Centigrade</td>
</tr>
<tr>
<td>kV</td>
<td>Kilo Volt</td>
</tr>
</tbody>
</table>
CHAPTER 1

INTRODUCTION

1.1 Project Background

Surge arresters are important equipment for the protection of expensive electrical in the systems. The monitoring of this equipments plays major rule for this system integrity, an arrester failure may results in and its explosion of system turn off.

Thermal modeling is one of the most techniques for monitoring high voltage devices. It registers the temperature gradient along the equipments surface, indicating thermal profile of the surge arrester. For zinc oxide (ZnO) arresters, this technique presents a limitation. Because of the low thermal conductivity of the polymeric housing there is no direct relation between the temperatures on the housing surface and the temperatures on varistors.

A solution for this limitation is the development of computational simulation to make this correlation. This paper presents a simulation based on COMSOL software that makes the heat transfer over all the arrester indicating the temperature of any desired point. It considers polymeric housing arresters used to simulate the thermal model of surge arrester using the difference voltage applied to the surge
arrester in order to observe the thermal behavior with difference voltage source. A comparison between two difference voltage sources to the arresters is also present.

1.2 Problem Statement

Generally the main reason the surge arresters should be periodically monitored is to avoid the damage on electrical equipment. Years of experience revealed that the degradation of the surge arresters results in increase in resistive component of a leakage current.

Gapless ZnO surge arrester is widely used for lightning protection of power system distribution and transmission equipment. When surge arrester functioning normally in power station, it should be able to withstand the effects of operating voltage, lightning and switching overvoltage. A reliable condition monitoring of ZnO surge arrester is vital to its performance to ensure the continuity and reliability of power supply.

It is important to know the thermal characteristic in order to determine the arrester is working properly. When the surge arrester absorbs the impulse current from lightning or switching overvoltage, degradation may occur.

Previously some researchers carried out different tests such as multi stressed situations, salt fog tests, etc under humid and polluted conditions to estimate the ageing of the surge arrester [9, 10, 18]. Most of the ageing detection techniques done before are based on leakage current measurement and thermal profile of the surge arrester since it is found that the total leakage current measurement and thermal imaging are two reliable indicators of surge arrester ageing level [11, 13]. It is also believed that there is a relationship between the ageing, leakage current and temperature of the surge arrester. However, there are still unanswered questions
regarding the effects of environmental factors on the ageing prediction. Increased leakage current has a significant effect on the arrester performance resulting in the eventual failure of the surge arrester.

When voltage is applied to surge arresters, the temperature also give a significant influence on the arrester leakage current. If the temperature is higher, it will cause the increase of resistive component of the arresters leakage current. This phenomenon is strongly dependent on the arrester material.

This research aims to study the thermal profile using a simulation work based on COMSOL software.

1.3 Objective of Project

The objectives of this project are:

i. Study a representative model of the thermal properties at the arrester valve element and housing.

ii. To observe the principle of heat transfer using zinc oxide and polymeric housing.

iii. To simulate the physical principle of the heat transfer of HV surge arresters using COMSOL software.
1.4 **Scope of Project**

In order to achieve the objectives of the project, several scopes had been outlined. The scopes for this project are:

i. Literature review on the temperature effect.

ii. Utilization of COMSOL software in order to simulate the thermal model of 132kV zinc oxide surge arrester.

1.5 **Significance of Project**

Studies of the thermal are very attractive in search of proper tools that could help in the evaluation of the surge arrester life time (aging) under simulated “real” operative conditions for any arrester in particular. COMSOL multiphysics is a proper choice for designing the simulation for the thermal effect of 132kV surge arrester with polymeric housing. Finally by collecting different results, discussion and comparison are done for reaching to a final conclusion.

1.6 **Report Outline**

In general, this report mainly consists of five main chapters; introduction, literature study, methodology, results and analysis and conclusion and future work. Chapter one discussed the research project in collectively. This chapter explained the background, problem statement, objective, scope and significance of the project.
Chapter two completely dedicated to literature study about zinc oxide surge arrester. In this chapter, the discussion is more to the combination of the structure and the thermal effect due to thermal. Chapter three explains on the methodologies that have been done in order to simulate the thermal effect of surge arrester. Chapter four discussed in depth on the obtain simulation results. The result will be analyzed in terms of thermal. Chapter five describe on the conclusion and future work suggestion in improvising this research.
REFERENCES


